
RSL 100

REFRACTED LIGHT STAND

162 x 0.2W RGB LEDs
Light Source

8,000K
Color Temperature Output of Fixture

IP20
Protection Rating

Light Source: 162 x 0.2W RGB LEDs
Color Temperature Output of Fixture: 8,000K

21 built-in effects and 2 random strobing
Individual pixel control
Smooth dimming  0-100%

LED Strips, each containing 54 x 0.2W 
RGB LEDs
Outstanding color changing and mixing effect

Main Features

Technical Specifications
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REFRACTED LIGHT STANDREFRACTED LIGHT STAND

Light Source
· Light Source: 162 x 0.2W RGB LEDs

· Color Temperature Output of Fixture: 8,000K

· Life Expectancy: 20,000 hours * manfacturer specification

Other Effects
· 3 LED Strips, each containing 54 x 0.2W RGB LEDs

· Outstanding color changing and mixing effects

· 21 built-in effects and 2 random strobes

· Individual pixel control

· Smooth dimming 0-100%

Control 
· 4 touch button control panel

· Display: OLED display

· Protocols: DMX512, RDM, Art-Net

· DMX Modes: 3

· Control Channels: 10/165/489

· Firmware Upgrade: Upgrade via DMX link or USB disk

Electrical and Connectors
· Input Voltage Range: 100-240Vac; 50/60Hz

· Power Consumption: 28W

· Power In/Out: Power connector in/out (TRUE1 type)

· Data In/Out: 5-pin XLR, RJ45 connector

Physical Information
· Fixture Dimensions: 

   358 x 236 x 2,055 mm (14.1" x 9.3" x 80.9")

   Weight: 15.6 kg (34.4 lbs)

· Floor Mount Plate Dimensions: 

  500 x 500 x 55 mm (19.6" x 19.6" x 2.2")

   Weight: 15.7 kg (34.6 lbs)

Packing Information
· Flight Case Dimensions:

  2,440 x 610 x 910 mm (96.0" x 24.0" x 35.8")

  Weight: 177.0 kg (390.0 lbs) (four-pack loader case)

Work Environment
· Maximum Ambient Temperature: 40°C

· Minimum operating Temperature: 0°C

· Maximum Surface Temperature: 50°C

· Protection Rating: IP20

Installation
· Floor or vertical mounting

· Universal working position

· Safety cable attachment point

Specifications subject to change without notice.

CONCERT/TOURING CONCERT/TOURINGwww.acmelighting.comwww.acmelighting.com


